THE DOUBLE HUNG WINDOW

With truly modern features

We call it furniture

for your walls. Unique -
pieces that will increase

the value of your home.
Craftsmanship

at its highest level.

Our exclusive double hung
window can be pre-finished
piece by piece before
assembly. Stained or painted
in our state-of-the-art

paint shop.

Assembled by hand
with humidity controlled
solid wood pieces.

NFRC-Energy Star rated
for added value

and pure performance.

Custom sizes and options
to fit your requirements.

You have to see it to believe it.

Yours to own and cherish
for years to come

BELISLE

ARCHITECTURAL WINDOWS AND DOORS

NATURAL
CHOICE




THE DOUBLE HUNG WINDOW

S50LID WOOD CONSTRUCTION

Choose from White Qak, Western Red Cedar,
African Mahogany, Douglas Fir or Honduran Mahogany.
Solid wood only, no laminates, finget joints

or veneer are used.

MUNTINS

Custom or standard

8" Simulated divi
lite (SDL) and True
divided lite 1 174" (TDL)
options. With choice
of colors for perimeter
and internal

spacer bars.
EXTERIOR CASING
0OR BRICKMOLD
Available upon request HARDWARE
in standard or custom i
profiles. Interior casing Top quality hardware
is also available, from l‘ligh-end
manufacturers.
in many finishes
and options.
GLASS
Factory glazed
with single lite or custom o
SCREEN
insulated glass units. i ] )
3/4" IGU is standard. A-'-‘\lunnnum screen
Low-E, Argon filled, ‘ _ frame. stainless steel
Tempered, Laminated A or bronze insect mesh
and restoration glass . B is available with
options available. our wood screen l)-’.
Roll-up screens
le upon request
on special orders.
TWO SYSTEMS
AVAILABLE
134 AND) 27/ SASH \\"elgl;t & Chai 1\\'lit‘h]‘1 3/4"
" and 2 s 11C ness,
Offers incomparable strength 125" FRAME Vs,
and high performance ratings Nothing compares trad 1t10n.1l Pronze
with its hidden mortise and tenon with our solid wood frame. weatherstripping
construction and maintains Providing incredible strength, and our unique
classic lines. stability and durability accessible
with a 10 degree sloped sill. weight pockets.
OR
PERFORMANCE Invisible balance
AAMA/NWWDA101/1.5.2-97 (USA) with 1 3'-‘"*"'5.1511 thickness,
Design Pressure .. .. DPG0

wood proﬁle.s Vv
latest weatherstripping
technology.
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RATINGS AND CERTIFICATIONS

Tested by an independent lab
in accordance

with the NFRC

56, rue Gauvin Est
SaintJean-de-Dieu [Québec)
CANADA GOL 3MO

Tel: 1 866 851-5113 [toll free)
Fax 1418 9632200
Cel: 1418851-5113

and Energy Star
standards.
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